LED Surface Mount Batten

1200mm
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SPECIFICATIONS - - s 5 —
Product Code EO-5B-1200-40W [P egr O+0e,  fa  {]
Power Consumption 39.75 Watts (LCP) = - - + + =H
Beam Angle 120°
Efficiency 100Im/W 5% Hminance isnce Cure
Total Lumens Output 4000Im +5%
Power Factor >0.90
Input Voltage 240 Volts, 50 Hz : 5718 N -
Lamp Efficiency >95%
Material Aluminium & Thermoplastic
Lens Frosted Polycarbonate 2 e T
Working Temperature -25°Cto + 65°C
IP Rating IP 20 [
Colour Temperature Warm White 3000 Kelvin N S -
Cool White 4000 or 5000 Kelvin
Daylight 6000 Kelvin
Colour Rendering Index >80(Ra) 3
Certificate JAS/ ANZ GMA 501520 ;
AS/NZS 2292.3-2005 / e
AS/NZS 60598.1.2013
AS/NZS CISPR 15:2011 \
@ N28689 IPart & VEET approved i |
Dimensions 1200L x 80W x 65H mm '
Net Weight 5.0 Kg A% /,/
Life Expectancy 54,000 + Hrs yd
Warranty 3 Years s
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